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REVISION
Modify label to meet ErP requirement

ENG products are being reviewed and improved continuously.  Based on the same quality and specification,

 ENG reserves the right to make changes (e.g. material change, add material supplier) without prior notice.
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1. Product characteristics
1 General Description

Model is an universal switching-mode power supply, operating at  input 

voltage to DC load

1.2 Electric Characteristics
1.2.1 Input

Switching Power Supply SPECIFICATION

Rated Input Voltage AC100V-240V

Vibration Input Voltage Range AC90V-264V

Frequency Rated 50-60Hz

Frequency Vibration 47-63Hz

Input Rated Current 600mA RMS Max

Inrush Current

Leakage Current 0.25mA

Average Efficiency

Input   Power(no load)

6A-121WP05

ENG ELECTRIC CO., LTD.

90VAC 264VAC 5VDC 2.0Aand output voltage of

78.7% Min  (CEC & DOE LEVEL VI
Compliant) 78.7% Min  (ErP  Compliant)
79% Min  (EC COC Tier2  Compliant)
< 0.1W  (CEC & DOE LEVEL VI
Compliant)
<0.1W   (ErP  Compliant)
<0.075W  (EC COC Tier2  Compliant)

7.

5.

with

3.

No

No damage. On power when switching
on/off repeatedly under any condition.

2.

4.

1.

6.
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1.2.2: Output:
ITEM SPECIFICATION

AI50 5VDC

Output max. Current 2.0A

Output min. Current 0A

Line Regulation ±3%

Output Voltage Toterance ± 5%

Turn On Delay 3000mS MAX at 115VAC Full Load

Hold Up Time 10mS Min at 100VAC Full Load

Short Circuit Protection

Over Load Protection

Over Voltage Protection

Input   :(100V-240VAC )

Output:full load
Note: Ripples shall be measured with a 10uF electrolytic capacitor paralleled with

a high-frequency 0.1uF ceramic capacitor across the output. The oscilloscope's
bandwidth shall be set to 20MHz.

1.2.3  HI-POT SPECIFICATION

Input to output :  3000VAC or 4242VDC, 10mA 60Sec. (between primary side and secondary side.)

1.2.4 Insulation resistance:

Input to output:  500Vdc to test the input to output resistance not be less 100M Ohm

1.2.5 Safety  (Meet): UL/CUL.GS.FC.CE.PSE.RCM

1.2.6 EMI  (Meet): FCC  class B , CE ,VCCI – II

1.2.7  Environmental standards: RoHS compliant 
China RoHS compliant
(符合中国电器电子产品有害物质限制使用管理办法之要求)

1.2.8 This part has EMI solution for the customer system which is grounded.

8. Output shut down and auto restart

ENG ELECTRIC CO., LTD.

5.

6.

7.

(p-p) 

No

1.

2.

3.

4.

7.

9.

Ripple Voltage 200mV

Output shut down and auto restart

10. Output shut down and auto restart

11. Over Temperature Protection Output shut down and auto restart
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1.3 Mechanical characteristics:
1.3.1 AC Plug: NO AC PLUG
1.3.2 DC cord:

(1)Bending test: Life 1000 times 100% guarantee. 
Swings 120 from left to right loading weight 200g , 40 cycle/minute.

(2)Pull test  : DC cord and plug ,weight 6kg for 1 minute.
1.3.3 Cord length and output plug: See Reference Att.4
1.3.4 Weight : g
1.3.5 Case Size: (L)64X (W)40.5 X (H)30.0mm

1.4 Environmental Specifications:
1.4.1 Normal operating temperature and humidity
1.4.2 Temperature

Operating:   0℃ to 40℃
Storage :  -10℃ to 70℃

1.4.3 Humidity         
Operating : 20% to 80%

Storage:  10% to 90%

1.4.4 Cooling  Natural Cooling

2.Attachment:
(Att.1) Label
(Att.2) Outdrawing
(Att.3) Package
(Att.3.1) Package Flow Chart
(Att.4) Dc Cord Drawing
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ALUMINUM NAMEPLATE: BLACK WORD ON SILVER BASE

SILVER WORD ON BLACK BASE

BLACK WORD ON SILVER  BASE

UNIT: mm

METALIZED POLYESTER:

(SILVER MATTE)
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6A-121WP05-G03

SILVER WORD ON BLACK  BASE
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SWITCH--MODE
POWER SUPPLY

MADE IN CHINA

MODEL: 6A-121WP05
INPUT: 100-240V~,

50-60Hz,0.6A
OUTPUT:5.0V 2.0A,10.0W
FOR I.T. E. USE ONLY

VIEFFICIENCY LEVEL

20/01/16

Production note:
:

1) PDF file is only for content checking while mass production film version is
subject referred to CorelDRAW files ;

PDF , CorelDRAW ;

2) The manufacturer must ensure the PDF file content of the file drawing No. /
version / date / label  version are exactly same as CorelDRAW file Drawing.

PDF CorelDRAW / / / .
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5F., No.536, Sec. 1, Minsheng N. Rd.,Guishan Dist.,
Taoyuan City 33393 ,Taiwan (R.O.C.)
5F., No.536, Sec. 1, Minsheng N. Rd.,Guishan Dist.,
Taoyuan City 33393 ,Taiwan (R.O.C.)
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PACKAGE
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The tolerance of the internal dimensions 
of the carton is +7/-0
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TITLE

DRAWING NAME

DRAWING No.

REVISION

DATE

17/01/11

TOLERANCE

6A-121WP05-G03

100*150

SCALE

UNITS

DESIGNED APPROVEDCHECKED

Att.3.1

ENG ELECTRIC CO . ,LTD.

RDS-041 2016.11

汽泡袋:100X150mm

XIANGYL
機構部門、完整姓名、日期

TIANMI
機構部門、完整姓名、日期

LIUQZ
機構部門、完整姓名、日期



17/01/11

21-35BL02-03H-00
REVISION

DATE

01

TOLERANCE

TITLE

DRAWING No.

DC  CORD
APPROVED

UNITS

SCALE

CHECKED

DRAWING NAME

a. ±60°

搖擺測試
b. 吊重200g
    WEIGHT 200g

TEST d. 1000次/最少
     OVER 1000  COUNT  MIN

c. 40回/分
    40  ROUND/MINUTEBENDING   
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Parameter request
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OD:  ∅1.9*3.8

#20AWGX2C   UL2468        HAVE ON WORD WIRE IN OUTER, NO WORD WIRE IN INNER(有字接外，無字接內)
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Tuning fork cannelure entire 
insulation type (音叉彈簧/斜角凹槽)
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